CONTRACT NO. 91241

SECTION COUNTY Al | SHEET
01-00088-00-WR cHamPaieh | 21 | 3
STA. TO STA.
F.H.W.A. REG. ILLINOIS PROJECT
EXISTING PROPOSED EXISTING PROPOSED
W— WATER MAIN ' TRAVERSE STATION
ALL ELEVATIONS SHOWN ARE REFERRED TO THE U.S.G.S. DATUM. THE EXSTNG STORM SEWERS, SANTARY SEWERS, AID PPE_ CULVERTS SHOWN ¢ CGAS MAN ® SOIL. BORE
10'BE REWOVED ON THE PLANS SHAL BE DON £ N ACCORDANCE WITH SECTION 551 — ELECTRICAL LINE ¢ SURVEY POINT
WHEREVER IN THE PLANS OR SPECFICATIONS THE TERM STANDARD SPECIFICATIONS 0F T STANDARD  SPECFICATONS, EXCEPT AT SALVAGING OF THE PIPE WILL NOT
S USED, IT SHALL BE UNDERSTOOD BY THE CONTRACTOR TG MEAN THE STANDARD O REGURED. THE EXTNG PPLS THAT ARE REOVED: TAAT ARE WITHI THE LTS e T TELEPHONE LINE A MONUMENT
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION AS PREPARED BY TH OF THEPROPUSED TRENCHES FOR PPE CLLVERTS R STORM SEWERS WL NOT BE P
DEPARTMENT OF TRANSPORTATION OF THE STATE OF LLINOIS AND ADOPTED JANUARY MEASURED FOR P, R MEO; é\]&_lg SHOELDRBSE CONSIDERED IN THE COST OF EXCAVATION FOR ——————F0————  FIBEROPTIC LINE o iRON PIPE MONUMENT
1 2002. NEW PIPE CULVERTS R SEW ————WS—————  WATER SERVICE RIGHT OF WAY LINE
ANY REFERENCE STANDARDS THROUGHOUT THE PLANS SHALL BE INTERPRETED TO BE ALL SHYACCIBLE FRAMES MD GRATES WHCH ARE NOT NCORPORATED N THE WORK :
THE LATEST STANDARDS OF THE DEPARTMENT AS SHOWN ON THE SCHEDULE OF AL BECOME THE PROPERTY. OF THE VLLACE. THE CONTRACTORS B PRCE GS GAS SERVICE CONSTRUCTION LIMIT LINE  =========mommmmmen
STANDARD DRAWNGS ON THE COVER SHEET. SHOULD REFLECT THE SALVAGE VALUE OF THE IT v CABLE TELEVISION TEMPORARY EASEMENT LA s dsssddd bdt s
ALL STREET RETURNS SHALL HAVE RADI MEASURED TO THE EDGE OF PAVEMENT UNLESS WHERE THE PROPOSED COMBINATION CONCRETE CURB AND GUTTER, JOINS THE SAN.S. %
OTHERIE AOTED O THE FLAYS DISTHG GRS 4O CUTTES DL MY R AmaSTIN B e s 0 o s e SOt
ENGLISH UNITS OF MEASUREMENT SHALL GOVERN OVER AND SUPERSEDE ANY NETRIC CONCRETE CURB AND GUTTER, ST.S STORM SEWER STS. = TRAFFIC SIGNAL CONTROL
UNITS SHOWN N’ THIS CONTRACT. WHERE INCLUDED, METRIC UNTS ARE FOR INFORMATION & TRAFFIC SIGNAL
ONLY. CONCRETE CURB AND GUTTER SHALL BE SAWED AT A MINMUM OF 15 FOOT s 8 CATCH BASIN OR INLET e O
SPACING. AL SAWED JOINTS SHALL BE FILLED WITH NP 1SEALER. Eery MAST ARM SIGNAL
CALL JULIE. 1-800-892-0123 FOR UNDERGROUND UTILITY LOCATION MARKING PRIOR @ MANHOLE )
TO START OF CONSTRUCTION. THE EXSTNG TRAFFIC SGNS AND DELNEATORS WHCH INTERFERE. WITH THE CONSTRUCTION ® TELEPHONE MANHOLE @ JUNCTION BOX
UTKITY CONPANES WAY B /DUISTNG THER FACLITES AT TIE THE OF CONSTRUGTON FOR DONG TS WORK WEL G CONSDERED REDENTAL 10 THE CONTRAGT 0D WG -t FRE HYDRANT WR=—Ef R CROSSNG GATE
OF THS PROECT. THE_CONTRACTO ADDITIONAL COMPENSATION WILL BE ALLOWED. % RR CROSSBUCK
@ WATER SHUTOFF ot RR CROSSING SIGNAL
O R TE e SN Y O - : :
O R COPERATE s T, ENGELR, oD e CUAER. OF T DTIRY mE THe FUNCTIONAL CLASSFICATION - LOCAL ROAD ® VALVE VAULT = STREET SIGN
UTILITY COMPANY ADJUST THER FACLITES IF NECESSARY.IF IT IS DETERMINED THAT q TRAFFIC SIGN
THE UTILITY HAS BEEN ABANDONED, THE CONTRACTOR W!LL BE DlRECTED TO REMOVE ADT (2005) - 1150 ° TANK FILLER CAP
THE UTILTY LINES THAT CONFLICT WITH HIS WORK OR PLUG THE LINES AS . 4 DELINEATOR
DIRECTED BY THE ENGINEER. THIS WORK WILL NOT BE PND FOR SEPARATELY AND WILL PAVEMENT DESIGN = 3" BITUMINOUS OVERLAY ® INSPECTION WELL
BE CONSIDERED AS INCIDENTAL. . 0 MAILBOX
VENT PIPE
THE CONTRACTOR SHALL NOTIFY ALL UTILITY COMPANIES 48 HOURS PRIOR TO BITUMNOUS MXTURE REQUREMENTS: Ll PEDESTAL PAY PHONE
EXCAVATION OPERATIONS. THE FOLLOWING MXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT. © TELEPHONE POLE R PHONE BOOTH
o POWER POLE
TREES AND SHRUBS 10 REMAN, THAT GE MEBATELY ADJACENT 10, TUE WORK FOR e POWER & LIGHT POLE 808 08 PARKING LOT LIGHT
PROTECTION DURING CLEARING AND CONSTRUCTION OPERATIONS, COST OF THIS WORK @ .
SHL BE"CONSIERED AS NCDENTAL AND NO'AODTIONAL COMPENSATION WL BE MIXTURE. USECS): SURFACE LEVEL BNDER | BIT. BASE. COURSE i o PARKING METER
SHRUBS BUSHES, AND STUMPS THAT INTERFERE WITH THE CONSTRUCTION OPERATIONS ACTPE: LIS D AT e PARKING BLOCK
BE REMOVED AS SHOWN IN THE PLANS AND AS DIRECTED BY THE ENGINEER. " PG 64-22 PG 64-22 PG 64-22 CANTILEVER STREET LIGHT o~ FLAG POLE
20T OF REMOVAL OF SHRUSS, BUSLES, OR STUMPS, SHALL BE INCLUDED N THE T g s ’ 5 [ GUY WIRE
ESRTH EXCAVATION WITH NO.ADDIONAL CONPENSATION ALLOVED. - ! 2 e GUARD POST OR BOLLARD
ESIGN AR VODS: - - - o— GUY POLE 0S
THE_EXCAVATION FOR THIS PROJECT IS CLASSIFIED AS TOPSOW EXCAVATION AND PLACEMENT, 4.07 @ Nogs - 50 | 4.07@ Npgg - 50 | 4.07 @ Npgs - 50 B o DOWNSPOUT
EARTH EXCAVATION AND FURNISHED EXCAVATION IN ACCORDANCE WITH THE STANDARD WIXTURE CONPOSTION: POLE W/METER €0 CLEANGUT
SPECFICATONS 44D AS PROVDED I THE CONTRACT SPECIICATIONS. THE EARTH EXCAVATION T L5 L 95 L 190
SHALL NCLUDE THE REWOVAL OF THe EARTH AND UNCLISSIIED NATERILS, THE CONTRACTOR |~ (GRADATION MXTU L9, ! a HAND HOLE o— GATE POST
S R ALY e oUaNis 8 HoURS. PROR Yo, ConeTmucToN FRICTION ACCRECATE: MK G WK G NA m TELEPHONE PEDESTAL ¥ et vt
GRADNG SHALL BE DONE BY HAND AROUND LIGHT POLES, UTLITY POLES, SO POSTS, SHRUBS, o CABLE TV PEDESTAL
TREES AND OTHER NATURAL OR MAN-MADE OBJECTS WHERE SHALLOW FILLS OR CUTS ARE —X——X——X FENCE LINE
e e T o M EN T TuAT EMS. THAT DO NOT NEED 10, 8¢ DTURRED B ELECTRICAL PEDESTAL
B CONSTRUCHON AL B PRESERVED. THE DECRION A9 10 NS T0. REMAN I\ PLACE x * STUMP
SHALL BE AS DIRECTED BY THE ENGINEER. THIS WORK WILL NOT BE PAD FOR SEPARATELY, BUT i ELECTRICAL METER
SHALL BE CONSDERED NCLUDED I THE CONTRACT UNTT PRICE PER CUBIC YARD OF EARTH %E BUSH
EXCAVATION AND NO ADDITIONAL COMPENSATION SHALL BE ALLO! ol GAS METER
ALL DEBRIS AND EXCESS MATERIAL (BROKEN CONCRETE, PIPES, WASTE EXCAVATION, ETC.) w WATER METER *,%;’ CONIFERQUS TREE
SHALL BE DISPOSED OF OUTSDE THE LIMITS OF THE RIGHT-OF-WAY IN ACCORDANCE P UTILTY WARNING SIGN -
WITH ARTICLE 202.03 OF THE STANDARD SPECIFICATIONS. W @ DECIDUOUS TREE
45T 8 S ML, LS D
SPECACATONS DESIGN DATA REMOVAL
AOAT LOCATONS DRECTED B THE ENGNEER, AW EXSING ARCAS GUTSDE THE LMATS oF LON DRIVE
CONSTRUCIION DAMAGED BY THE CONTRACTOR SHALL BE SEEDED AT HS OWN INDICATES ITEM TO BE REMOVED ® EEXE“CT u ouRa
EXPENSE AND NO ADDITIONAL COMPENSATION WL BE ALLOWED
DESIGN TRAFFIC INDICATES ITEM TO BE ADJUSTED o
2005 ADT = 1,150 BITUMINOUS SURFACE ‘
EXISTING CONCRETE AND BITUMINOUS CONCRETE PAVEMENT IN WHICH THE TOP SURFACE - "
1S O BE BUTT JONED TO THE PROPOSED WORK SHALL BE SO JOINED THROUGH FULL 2015 ADT = 1,150 REMOVAL, BUTT JOINT 1/ SNNNAW
DEPTH SAW CUT JUNCTIONS. THIS WORK SHALL BE CONSIDERED AS INCIDENTAL TO THE 2025 ADT - 1,150
CONTRACT. P.V.= 8B.0%Z - 1,012 INDICATES ITEMS TO BE RELOCATED  (REL) SIDEWALK REMOVAL
WHEN REQURED BY ARTICLE 420.21, A PROTECTIVE COAT SHALL BE Su.- 707 - 81
APPLED TO ALL NEW  CONCRETE SURFACES. MO S0 87 CLASS D PATCHING, 6" DRIVEWAY PAVEMENT 7
BEFORE_ ORDERING STORM_ SEWERS, INLETS AND MANHOLES, THE CONTRACTOR CLASS IL STREET (FLEXIBLE) R REMOVAL =
SHALL CONSULT WITH THE ENGINEER AS TO THE EXACT LENGTH AND QUANTITY MINOR COLLECTOR
REQURED. DESIGN PERIOD = 20 YEARS PROPOSED
AT LOCATIONS INDICATED ON THE PLANS, EXISTWG STORM SEWERS ARE 10 8 T.F.» 0.52
CONECTED IO PROPOSED STORY wsOEmaASN AD MAWOLES THESE |BR=2 S.SR.- POOR (ASSUMED)
CONSTRUCTED AROUNG. THEM 9D AS" 0. PREVENT L EAKAGE. T WORK WLL NoT PROPOSED - PAVEMENT
BE PAD FOR SEPARATELY, BUT SHALL BE CONSDERED AS NCDENTAL TO STORM 1/ P. C. C. DRIVEWAY BITUMINOUS SURFACE N
SEVERS OF THE SIZE WD TYPE SPECPED 0 NO ADDTIONAL COUPEASATION 1/2" BIT. SURFACE PAVEMENT BUTT JOINT DNANNNN
WLLBE ALLOWED. F CONCRETE. COLLARS ARF CALLED PO AT SOME LOCATIONS /2" LEVEL BINDER
THEY WILL BE CONSTRUCTED AND PAID FOR AS SHOWN ON THE DETALS. 62" BIT. BASE COURSE P. C. C. SIDEWALK PCC BASE COURSE ,‘:,:;.;:‘:,:,:‘:,:,:,:,.;
WIDEN'NG. 6" }QA’A‘QQOOOO
BIT. CONCRETE RSN
BASE COURSE, 6 172" SR
SUPERMVE
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